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* 35 Watt amplification

* Integrated mixer, power amplifier, and
output transformer

* Six electronically balanced microphone/line
input channels

* Channel 1 selectable for 600Q transformer tel input
* Auto and manual ducking on all channels

¢ 75 Watt amplification

* Integrated mixer, power amplifier, and
output transformer

* Six electronically balanced microphone/line
input channels

e Channel 1 selectable for 600Q transformer tel input
* Auto and manual ducking on all channels

MXA150

* 150 Watt amplification

* Integrated mixer, power amplifier, and
output transformer

« Six electronically balanced microphone/line
input channels

¢ Channel 1 selectable for 600Q transformer tel input
* Auto and manual ducking on all channels

MXA300
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* 300 Watt amplification

* Integrated mixer, power amplifier, and
output transformer

* Six electronically balanced microphone/line
input channels

e Channel 1 selectable for 600Q transformer tel input
e Auto and manual ducking on all channels
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¢ Control of a combination of 32 selectable
system volumes and actions

* Volumes can be any individual or grouped
system levels, including inputs, outputs,
matrix cross-points, etc.

e Actions can be any individual or grouped
system operations, including presets, source
selection, mutes, ducking, combining, etc.

* Control functions are programmed in the
Audia® and Nexia® system design software
and can change with presets

* Capacitive touch technology eliminates
protruding parts to increase reliability
and longevity while simplifying cleaning

* High contrast display with wide viewing angle

e Surface mounts to any wall; multiple
mounting options for international back boxes

VOLUME 8 SELECT 8 VOLUME/

SELECT 8

praMP BIaMP

¢ Adjustment of eight selectable ¢ |nitiation of eight selectable e Combines Volume 8 & Select 8

volumes. Volumes are any
individual or grouped levels
within Audia or Nexia. Volumes
include inputs, outputs, matrix
cross-points, etc.

LOGIC BOX

actions. Actions are any individual

or grouped operation within
Audia or Nexia. Actions include
presets, mutes, ducking,
combining, etc.

VOLTAGE CONTROL BOX

functions. Control functions
programmed within Audia

or Nexia system design.
Control functions can be made
to change along with presets.

RCB HUB

e 20 programmable logic inputs/
outputs for control of/by
Audia or Nexia.

¢ One or two 25k linear level

control. Control mounted on light
grey 'decorator’ style cover plate.

* 4-Analog and 4-Logic connections
for control of/by Audia or Nexia.

RP-S4

* 4 double-pole/double-throw
push-button switches. Jumpers
allow latching or momentary
switch action.

ACCESSORY

* Remote Control Bus Hub

for ‘multi-branch’ wiring
of control network.

MAII

* Module adapter provides
power, mounting, and audio
connections for BOSE®
AmPlus Series EQ ‘cards’

* Product discontinued
May 2009. Contact Biamp
for availability.
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Digital Products AudiaFUSION | AudiaFLEX | AudiaSOLO | Nexia CS | Nexia PM | Nexia SP | Nexia TC | Nexia VC
INPUTS/OUTPUTS 16/16 CobraNet Up to 24 8x8,12x4 10 mic/line 4 mic/line 4 line 8 wideband 8 wideband AEC
input and up to 8 channels per and 4 x 12 inputs, inputs, inputs, AEC mic/ mic/line inputs, 2
amp modules that | chassis (I/0 6 mic/line 6 stereo 8 line line inputs, standard mic/line
can be loaded into | card options: outputs (12 mono) outputs 2 standard inputs, 4 mic/line
a single frame. IP-2, AEC-2HD, inputs, mic/line outputs, codec
Amp module TI-2, OP2e, 3 stereo inputs, 4 mic/ | interface
power levels/load PA-2, VoIP- (6 mono) line outputs,
options, 100-600 2), plus 4 & outputs telephone
watts @ 4 or 8 8-channel interface
ohms, 70 or 100v analog
operation expanders.
DIGITAL AUDIO 64 channels via 16 channels 16 channels 16 channels | 16 channels 16 channels
DISTRIBUTION CM1 module
ROUTERS 56 x 56 56 x 56 32x32 32x32 32x32 32x32 32x32
EVENT
SCHEDULING X X X
CAPABILITY

All Digital Products Have the Following:

NETWORK CONTROL CROSSOVERS METERS
Ethernet 2,3 and 4-way Signal Present, Peak, RMS
MIXERS DYNAMICS GENERATORS
Standard, Matrix, Auto, Room Combiner, Leveler, Ducker, Noise Gate, Comp/Limiter, ANC Tone, Pink Noise, White Noise
Mix-Minus Combiner
DELAYS DIAGNOSTICS
EQUALIZERS 5 to 2000 ms Transfer Function
Parametric EQ (1~ 16 band); Graphic EQ (1/3, 2/3
and 1 octave); Feedback Suppressor (1~ 16 band) CONTROLS . SPECIALTY .
Levels, Invert, Mute, Preset, Remote Presets, Logic Pass Through, Split Pass Through
FILTERS Gates (NOT, AND, NAND, OR, NOR, XOR, Flip Flop,
High Pass, Low Pass, High Shelf, Low Shelf, Logic State), Logic Delay, Command String, Volume CUSTOM BLOCKS .
All Pass (1~ 16 band) 8, Select 8, Volume/Select 8, Logic Box, Voltage Create, store and reuse in future layouts.
Control Box, RCB Hub. Event scheduler available in Also, ability to have password protected.

AudiaFlex and Audia SOLO.

Additional Audio | Audio Patch | Amplifier* | Amplifier Extension | VCA Logic | Logic Remote
Products Inputs | Outputs | Points  Power Outputs Connection | Inputs | Inputs | Outputs | Ports
@ 4Q
AMPLIFIERS
D60EQ 1line 65W 1 (direct 25/70/100V)
CPA130 2 line 65W / channel | 2 direct (opt. xfmrs)
CPA650 2 line 325W / channel | 2 direct (opt. xfmrs)
MCA8050 8 line 50W / channel | 8 direct (opt. xfmrs) 8 ch
MCA8150 8 line 150W / channel | 8 direct (opt. xfmrs) 8ch
MPA250 1line 250W 1direct (25/70/8Q)
MIXERS/AMPLIFIERS
MXA35 6 mic/line | 2 line 2 master | 35W 1 (direct 25/70/100V) | stack in 1master | 1master
MXAT75 6 mic/line | 2 line 2 master | 75W 1(direct 25/70/100V) | stack in Imaster | 1master
MXA150 6 mic/line | 2 line 2 master | 150W 1 (direct 25/70/100V) | stack in 1master | 1master
MXA300 6 mic/line | 2 line 2 master | 300W 1(direct 25/70/100V) | stack in 1master | 1master
IWA250 8 mic/ 2 line 2 master | 250W 1 (direct 25/70/100V) (vca cards) | 1 master
line, 1line
MIXERS
autoTwo 2 line 2 line, 8 direct stack in 1master | 1override | 8 channels
301 3mic/line | 1line stack in 1 master
601 6 mic/line | 1line stack in 1 master
801 8 mic/ 1line stack in 1 master
line, 1line
SPM412e 4 stereo, | 1stereo, 1(R/
1mic/line | 1mono button)

*See product details for 8Q power ratings



BIlAMP

9071VLIVI 102NAodd






